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Crossbar

Wire nuts

Secure the ceiling
pan with the screws

Mounting screws

Washer & nuts

Bulb

Bulb cover

Glass shade

Long screws

Grip lock
Allen srcews

Ceiling pan

INSTALLATION OPERATION INSTRUCTION
PLC LIGHTING
CHATSWORTH, CA

PREPARING THE FIXTURE
* BEFORE STARTING THE INSTALLATION, DISCONNECT THE POWER BY TURING OFF THE CIRCUIT

BREAKER. TURNING THE POWER OFF BY USING THE LIGHT SWITCH IS NOT SUFFICIENT TO PREVENT
ELECTRICAL SHOCK

* IF YOU ARE REPLACING AN EXISTING FIXTURE, DISCONNECT AND REMOVE THE OLD FIXTURE.
EXPOSE THE SUPPLY WIRING FROM THE SUPPLY CIRCUIT

WARNING - RISK OF FIRE AND ELECTRIC SHOCK. THIS PRODUCT IS TO BE INSTALLED BY A QUALIFIED
ELECTRICIA ONLY

FOR SUPPLY CONNECTIONS, USE WIRE RATED AT LEAST 90 C DEGREE

* PLEASE FOLLOW THE STEPS FOR INSTALL *

MODELNO.: 256-SN


	INSTALLATION OPERATION INSTRUCTION
	PREPARING THE FIXTURE


